
Installation

Electrical
Input Electrical: Solar Powered

Output Current: 1.6 Amps
Output Voltage, Max.: 14.8 Volts

Physical Characteristics
Solar Panel Dimensions: 17.75” x 21.25” x 0.125”

Circuit Box Dimensions: 5.25” x 2.50” x 1.3”
Shipping Weight: 7.13lbs

Box-to-Lug Wire Length: 32”
Box-to-Panel Wire Length: 25 feet

Indicators
Steady Green Light: Power On/ Pulse

Maintenance Mode
Flashing Green Light: Charge and Pulse Mode

Red Flashing Light: Reverse Polarity
Steady Red Light: No connection

Environmental
Operating Temperature: 0°F to 130°F

Storage Temperature: 0°F to 150°F

SP-25, 12-Volt Solar Charger Maintainer, 25 Watt

Q&A

 Eliminates jump starts & dead batteries
 Charges and maintains ALL 12V lead-acid

batteries (VRLA, AGM, gel and flooded cell)
 Charges 12V batteries connected in parallel
 Pulse Technology removes & prevents sulfate

crystal buildup
 Offsets power loss from electrical accessories
 Includes a charge controller so it can’t overcharge

batteries
 Indestructible commercial design
 Extends battery life up to 3 times
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The SP-25 solar panel is easy to install.

1. Clean a flat surface on top of the vehicle.
2. Attach solar panel to the top of the vehicle with

bolts, UV protected silicone or dual locked
industrial Velcro.

3. Use cable tie down mounts to secure the cable as
it runs towards the battery.

4. Zip tie the cable away from any moving
components leading to the battery.

5. Secure pulse box near battery. Connect the black
lug to negative post and the red lug to positive
post.

Can the SP-25 be used on
more than one battery at a
time?

Yes, the SP-25 can be used to charge and
maintain up to four 12-Volt lead-acid batteries
connected in parallel.

Does the SP-25 Solar Charger provide power
during overcast weather?

Yes, since the solar panel is powered by UV rays. However
overcast weather does cause a reduction to power.
Generally speaking in bright overcast weather conditions
you would expect 50 to 70% efficiency. In dark overcast
weather conditions you would expect 5 to 10% efficiency.

Is the SP-25 environmentally friendly?

Yes! The SP-25 can help local municipalities reduce their
environmental impact and carbon footprint. Our patented
Pulse Technology is incorporated into the SP-25 and
eliminates sulfate crystals on the battery plates. This leads
to batteries operating past their traditional life cycles and
reduces hazardous waste disposal of spent batteries.

PulseTalk
www.pulsetech.net


